
 
 
 
 



 
 
 
 



Estimate for construction of postmortem room at main complex (DLFM)  
Size: 6mx6m (20’x 20’) 

Revised dated 06/08/2010 
Sl 
No 

Name of work Quantity Rate Amount, Rs 

1. Making 25 cm (10”) dia. bore up to 4m depths 
with hand auger of approved quality etc. all 
complete the job as per specification, drawing 
and direction of Engineer /Engineer   
Quantity: 
Nos of pile = 11Nos  
11 Nos x 8’-0” = 88 rft 
04 Nos x 2’-0” = 8 rft 
Total = 96 rft  

96 rft   

2. Providing RCC (1:2:4) at required depth of 
foundation with approved quality of stone chips 
and sand. Including mixing, placing and curing 
etc. excluding reinforcement all complete the job 
as per specification and direction of 
Incharge/Engineer.                                                            
Quantity: RCC (1:2:4) for piling  

22/7x (5”/12) x (5”/12) x 96 rft  = 52.38 cft  

52.38 cft   

3. Providing RCC (1:2:4) at GL   with approved 
quality of stone chips and sand in capping beam 
(foundation beam) including placing of 
materials, carriage, shuttering and curing etc. 
excluding reinforcement all complete the job as 
per specification and direction of 
Incharge/Engineer   
Quantity: 
Foundation beam: 
Long wall:  
2Nos x 10”x 9”x 20’ = 25 cft 
Short wall:  
4Nos x {(20’-0”) – (1’-8”)} x10”x 9” = 45.82 cft 
Middle walls:  
2 Nos x 10”x 9”x 6’-8” = 8.33 cft  
1Nos x (9’-2”) – (1’-8”) x 10”x 9”  = 4.68 cft  
1Nos x (5’-10”) – (1’-8”) x 10”x 9” = 2.6 cft   
Total = 86.43 cft 

86.43 cft   

4. Providing RCC (1:2:4) in stiffeners (column) 
with approved quality of stone chips and sand 
including centering, shuttering, mixing, 
placing& curing etc. excluding reinforcement 
All complete the job as per specification and 
direction of In-charge/Engineer, from G L to 
Roof level   
Quantity:  
11Nosx10”x10”x 18’-6” = 141.31 cft 
04Nosx10”x10”x 5’-6”  = 15.27 cft   

156.58cft   



Total = 156.58 cft 
5. Providing 75 designation brick with mortar (1:6) 

in foundation and plinth with approved quality 
of brick and sand etc. All complete the job as per 
specification and direction of In-
charge/Engineer.  
Quantity: Brick work: GL to PL 
Brick wall:    
6Nosx 20’-0”x 2’- 6”x10” = 250 cft  
2 Nos x 6’-8”x 2’-6”x 10” = 27.79 cft 
Ramp wall:  
2Nos (12’-0” x 4’-6”)/2 x10” = 45 cft 
Total = 322.79cft  

322.79cft   

6. Providing RCC (1:2:4) at PL as DPC   with 
approved quality of stone chips and sand 
including centering, shuttering, mixing, placing 
and curing etc. excluding reinforcement. All 
complete the job as per specification and 
direction of In-charge/Engineer. 
Quantity: 3” DPC at PL = 
6Nosx 20’-0”x 0’- 3”x10” = 25 cft  
2 Nos x 6’-8”x 0’-3”x 10” = 2.77 cft 
Ramp wall:  
2Nos x 12’-8” x 0’-3” x10” = 5.28 cft 
Total = 33.05 cft  

33.05 cft   

7. Providing RCC (1:2:4) beam at lintel level with 
approved quality of stone chips and sand 
including centering, shuttering, mixing, placing 
and curing etc. excluding reinforcement. All 
complete the job as per specification and 
direction of In-charge/Engineer. 
Quantity: 
RCC Beam at lintel level:  
4Nos x 24’-0”x 10”x12” = 80 cft  
2Nos x 24’-0”x12”x18”  = 72 cft  
Total = 152 cft 

152 cft   

8. Providing coarse clean sand/ Ganga sand filling 
in foundation and plinth including watering and 
reaming in layers etc. All complete the job as per 
specification and direction of In 
charge/Engineer.                                                             
Quantity: 20’-0”x 20’-0x 3’-3” =1300 cft  
Ramp: (20’-0”) – (1’-8”) /2 x 3’-3” x12’ = 
357.43 cft 
Total = 1300 + 357.43 cft  = 1657.43 cft 

1657.43 
cft 

  

9. Providing designation 75A brick work in 1:6 
superstructures with approved quality of bricks 
and sand including screening the sand, 
scaffolding & racking out joints etc. all 
completes the job as per specification and 

617.62 cft   



direction of Incharge/Engineer.  
Quantity – 
Brick wall:  
4No x 20’-0” x15’-0” x 10” = 1000 cft      
Internal wall for support of RCC Slab  
2Nos x 2’-9” x 2’-6”x10” = 11.45 cft 
Total = 1011.45 cft              
Deductions: 
Stiffeners:  
11Nos x 10”x10”x 15’-0”= 114.58 cft 
Beam:   
3Nos x 16’-8”x 10”x10” = 34.72 cft 
1No x 17’-6”x 10”x10” =12.15 cft  
DPC at lintel level =  
3Nosx10”x3”x 16’-8” =10.41 cft 
1Nox10”x3”x 17’-6” = 3.64 cft 
Door:  
1Nox 8’-0”x 6’-6x’ x10” = 43.33 cft  
Windows:  
14Nos x 5’-0”x3’-0” x10”= 175 cft 
Total deduction: (-) 393.83 cft 
Net brick work quantity:  
1011.45 – 393.83 = 617.62 cft 

10. Providing RCC (1:2:4) at Lintel Level with 
approved quality of stone chips and sand 
including centering, shuttering, mixing, placing 
and curing etc. excluding reinforcement. All 
complete the job as per specification and 
direction of In-charge/Engineer. 
Quantity: 3” DPC at L L = 
4Nosx 20’-0”x 0’- 3”x10”  
= 16.66 cft  
Total = 16.66 cft 

16.66 cft   

11. Providing RCC (1:2:4) roof slab as lintel with 
approved quality of stone chips and sand 
including centering, shuttering, mixing, placing 
and curing etc. excluding reinforcement. All 
complete the job as per specification and 
direction of In-charge/Engineer. 
Quantity: 
Roof area: (20’+2’+2’) x (20’+2’+2’) 
24’x24’ = 576 sft 
Thickness of slab = 4”  
576 sft x4” = 192 cft 
Inside slab (one side of wall) =  
1Nox 20’-0” x 3’-4”x 3” = 16.65 cft 
Elevated slab: 2mx1.5m Or 
6’-8”x5’-0”x 3”  
= 33.35 x 3” = 8.33 cft 
Beam=2Nosx 6’-8”x 6”x10”=5.55 cft 
2Nosx 5’-0”x 6”x10” = 4.16 cft 

246.69 cft   



Arc: Lump sum = 20 cft  
Total = 246.69 cft  

12. Providing 12mm thick cement plaster (1:6) with 
approved quality of sand including screening 
mixing and curing etc. All complete the job as 
per specification and direction of 
Incharge/Engineer.  
Quantity:  
Out side wall: 
3Nosx 20’x 15’ = 900 sft 
1No 20’x12’ = 240 sft 
Inside wall: 4 Nos x (18’-4” x12’) = 879.84 sft 
Ceiling + Beam =  
(24’x24’) + 2Nosx 3’x24’ = 144 sft 
Slab = 2Nosx18’4” x 2’-8” = 97.88 sft 
Boundary wall:  
4Nosx 20’-0”x 6’-10”  = 546.40 sft 
Elevated slab: 
2Nosx (5’ + 6’-8”) x 3’+5’ 
x 6.33’x2Nos =133.32 sft  
Floor: 18’-4”x18’-4” = 335.98 sft 
Ramp wall = ½(3’x12’) x 2Nos = 36 sft 
Ramp floor  = 20’x13’ = 260 sft 
Total = 3573.42 sft   
Deduction: 
Door & Window = (8’-0”x 6’-6”) + (5’-0”x3’-
0”) x14Nos  = 262 sft  
Net plaster = 3311.42 sft  

3311.42 
sft 

  

13. Providing designation 75 Brick flat soling in 
floor joint filled properly with local sand. All 
complete the job as per specification and 
direction of In charge/Engineer. 
Area:  
Floor:  
(20’-0) – (1’-8”) x (20’-0”) – (1’-8”) = 335.98sft  
Ramp: (20’-0”) – (1’-8”) x 13’-0”  = 238.29 sft 
Total =335.98 sft +238.29 sft = 574.27 sft   

574.27 sft   

14. Providing 50mm thick cement concrete (PCC 
1:2:4) in floor with proper slope and upper 
surface crust finish, including curing etc. All 
complete jobs as per specification and direction 
of In-charge/Engineer. 
Quantity =   
Floor area: 1No x (20’-0”)- (1’-8”) x (20’-0”)- 
(1’-8”) = 335.98 sft 
Ramp floor area = 20’x13’ = 260 sft 
Total = 595.98 sft  
Thickness of PCC floor = 50 mm (2”) 
Quantity =595.98 sft x2” = 99.33 cft 

99.33 cft   

15. Providing reinforcement for RCC including 1820.08kg                             



straightening, cutting, bending, placing in 
position and binding all complete the job as per 
direction of In charge/Engineer. 
Quantity =  
M S Rod 8mm dia to be used for link/tags in all 
RCC work  

a) Piling  
(12mm dia twisted M S bar x 6Nos)= 52.38 cft 
@ 2.5 kg/cft  = 130.95 kg             

b) Foundation beam  
(12mm dia twisted M S bar x 6Nos) = 86.43 cft 
@ 2.5 kg/cft  = 216.07 kg  

c) Column  
(12mm dia twisted M S bar x 6Nos)= 156.58 cft 
@ 2.5 kg/cft = 391.45 kg                              

d) DPC at PL and Lintel level  
(10mm dia twisted M S bar x 3Nos) = 49.71 cft 
@ 1.5 kg/cft  = 74.56 kg  

e) Beam at lintel level  
(12mm dia twisted M S bar x 6Nos)= 80 cft  
@ 2.5 kg/cft = 200 kg   
Middle beam at lintel level  
(16mm dia twisted M S bar x 8Nos& 12 mm in 
center 2 Nos)= 72 cft  
@ 3.5 kg/cft = 252kg   

f) RCC roof slabs and etc  
(10mm dia twisted M S bar, spacing 6”x 6”)               
= 246.69 
@ 2.25kg/cft  = 555.05 kg  
Total = 1820.08 kg  

16 Providing 1.50mm cement punning including 
carriage of water with all leads and lift etc .all 
complete the job as per specification and 
direction of the Incharge/Engineer. 
Quantity:                                                        
Area: 
Slab: 2’-10” x 18-4”  = 51.87 sft  
Floor and channel:  
Floor = (18’-4”x 18’-4”) + 10’x10” = 344.31 sft  
Total = 396.18 sft 

396.18 sft   

17. Supplying, fitting and fixing double leaf door 
and frame made with M S Angle 50x50x5mm 
and door leaf 40x40x5mm, MS Sheet 20 G and 
Double jali (G I Wire mess + 1” sq welded wire 
mess) including cutting, welding and fitting 
locking arrangement, stopper and handle etc. All 
complete the job as per design, specification and 
direction of Incharge/Engineer.                                                    
Door size:  
1Nox 8’-0”x6’-6”  = 52 sft                                                                

182 kg   



Weight 3.5kg/sft = 3.5 x 52= 182 kg  
Total = 182 kg 

18. Supplying, fitting and fixing windows with grill 
(M S Flat 20x5mm), wire mess netting and 
double leaf glass pans window framing made of 
M S Angle 25x25x3, M S Z Angle 25x25x3,M S 
Tee 25x3mm and M S Flat 50x3mm including 
cutting, welding and fitting locking arrangement, 
window stopper and handle etc. All complete the 
job as per design, specification and direction of 
Incharge/Engineer.                                                                                      
Window size:  
(Wire mess + grill + glass pans window)  
14 Nox 5’-0”x 3’-0’ = 210 sft                                                                 
Weight 3.0kg/sft = 3.0 x 210= 630kg 
Total = 630 kg 

630 kg   

19. Supplying, fitting and fixing transparent glass 
(4mm thick) in windows panels with the help of 
locks and glass putty. All complete the job as per 
design, specification and direction of 
Incharge/Engineer.   
Quantity:  
14 Nox 5’-0”x 3’-0’ = 210 sft  

210 sft   

20. Providing two coat of Snow cem of approved 
shed make over a coat of cement primer on new 
surface including cost of cleaning the surface 
etc. all complete the job as per specification and 
direction of I/E.  
Area =  
Outside & inside wall:   
Quantity:  
Out side wall: 
3Nosx 20’x 15’ = 900 sft 
1No 20’x12’ = 240 sft 
Boundary wall:  
4Nosx 20’-0”x 6’-10”  = 546.40 sft 
Inside wall: 4 Nos x (18’-4” x12’)                        
= 879.84 sft 
Ceiling + Beam =  
(24’x24’) + 2Nosx 3’x24’ = 144 sft 
Elevated slab walls: 
2Nosx (5’ + 6’-8”) x 3’ = 70.02 sft 
Ramp wall = ½(3’x12’) x 2Nos  
= 36 sft 
Total = 2576.26 sft   
Deduction: 
Door & Window = (8’-0”x 6’-6”) + (5’-0”x3’-
0”) x14Nos  = 262 sft  
Net quantity = 2314.26 sft  

2314.26 
sft  

  

21. Providing two coat of ready mixed paint over a 524 sft    



coat of metal primer of approved shed and make 
over new surface, including preparing the 
surface etc. all complete the job as per 
specification and direction of I/E.                                                            
Painting area:     
Door:  
1Nox 6.5’x 8’x both side = 104 sft 
Windows:  
14Nosx 5’x3’x both side = 420sft  
Total = 524 sft  

22 Supplying fitting and fixing granite stone (18mm 
thick) in the elevated slab and glass finish the 
surface with proper slope including fitting of 
waste jali in center with pipe for drain out the 
fluid from center.  All complete the job as per 
specification and direction of Incharge/Engineer.  
Quantity: 
5’-3”x 6’-11”  = 36.31 sft  

36.31 sft   

23. Earth work as soil filling manually around the 
post mortem room, including loading, unloading, 
carries, leveling, dressing and compaction. All 
complete the job as per specification and 
direction of In charge/Engineer.    
(26’-8”x 3’-4” x 6’-8”) x 3Nos =  
= 1777.11 cft  

1777.11 
cft 

  

24. Supplying, fitting and fixing   China clay sink 
(02 Nos) at center of internal slab with fitting of 
angle cock and Swan pillar cock sets and sink 
waste and waste pipe and G I pipe fitting  (As 
per requirement) of approved brand/ make.   

   

25. Electrical fitting and wiring with switch boards 
(As per requirement) for mercury lamp out side 
(01 No), Exhaust fan (02 Nos), Tube lights (04 
Nos), Ceiling /wall fan (04 Nos), bulb (04 Nos), 
power points (04 Nos) main switch (63Amp – 3-
phase) and bus bar (100 Amp) of approved 
brand/make and size.  

   

    Total     Rs  

 
 

 
 



 



 

 



 

 
 
 



 
 
 
 
 
 
 

 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


